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VW take pleasure in presenting this catalog, illustrating and 

explaining the construction of our AUTOMATIC CLOS- 
ING FIRE PROOF WINDOW, hollow metal frames and sash, 
glazed with wire glass. 


In the construction of this window we have overcome all 
imperfections found by architects, builders and owners generally, 
in windows of this type. The principal objection found has 
been a lack of a weather and dust proof quality. This we have 
made a distinct feature, as shown by elevations on pages 15 and 
17. On the opposite pages will be found descriptions of this 4nd 
other points of construction of our own design. ; 

Windows of this type are installed not o r fire protec- 
tion but to secure reduced rates for insurance. Waving followed 
all rules and regulations of the Board of Fire Underwriters, we 
guarantee their acceptance of our product. 


The advantages and superiority of this type of closure over 
that of the ordinary wooden frame and fire shutter in the way of 
durability, convenience, fire protection and preference of the 
Underwriters is so great and so well known that we deem further 
mention of this point unnecessary. 


On the opposite page is a Jist of a few of the prominent 
buildings in which our windows have been installed; this we 
think is an acknowledgment of efficiency and perfect construc- 
tion. We invite the closest investigation of our product in every 
detail. 


With our equipment of machinery and facilities for handling 
work of this character we are prepured to name attractive prices. 
Our capacity is such that prompt service will always be given. 


Estimates cheerfully given on application. 


Plans sent and returned promptly at our expense. 


Henry Weis Cornice Co. 


Kansas City. 

















Henry Weis Cornice Co., Kansas City 











Metropoliten Street Ry. Co. 12th and Cleveland 


"i se 15th and Walnut 


Kansas City 


66 “ 


us Mt ‘« «© Riverside Powerhouse Hp iy 


W. L. Shelton 

W. T. Kemper 

Sheidley Building 

Woolf Bros. y pea ae Goods Co. 
McPike Drug Co. 

MH. Hudson , 

J. F. Lillis . 





dw. Co. % 
Towel Co. 
Western Gr 3 


Frankel-Fran oO. 


Robt. Keith Furniture Co. 
Burd & Fletcher Ptg. Co. 
Abernathy Fur. Co. 

Hotel Savoy e 
Madison Co. Court House 
Clinton-Copeland Candy Co. 
Burlington Soap Co. 

S. R. & I. C. McConnell Co: 
Independent Baking Co. 
Smith Bros. & Burdick Co. 
Val. Blatz Brew’g Co. 
Martin Bldg. 

National Box Co. 

Nelson Morris & Co.. 
United Zine & Chemical Co. 
Sentney Wholesale Grocery Co. 
Mo. & Kan. Tel. Co. 

Nelson Morris & Co. 

John R. Thomas 
Christman Furniture Co. 
Junge Baking Co. 

Campbell Bros. 

F. Johnson & Co. 
Fraternity Bldg. 


Huntsville, Ark. 
Burlington, Ia. 
a “ec 


“cc “c“ 


Dane ss 


Sioux Oy) if 
‘e ve 
Chicago, Ill. 
Kansas City, Kas. 
Argentine, ‘‘ 
Hutchinson, ‘‘ 
“é oe 


St. Joseph, Mo. 


‘Joplin, ‘ 

be “ 

‘é an 4 4 

. Monet,’ * 
Holdredge, Neb. 

Lincoln, ‘‘ 

















\M. H. HUDSONSBUILDINGJ 
coiiebe KANSAS CITY 


= [Shepard & FarrarfiArchitects== 


Equipped with our Pivoted and Double Hung windows. Fifteen sections 
as shown on Opposite page. 
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Henry Weis Cornice Co., Kansas City 
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WOOLF BROS. FURNISHING GOODS CO. 
KANSAS CITY 


Regular Double Hung Windows, automatic closing. 
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Henry Weis Cornice Co., Kansas City’ 








*qses PUB SOUILIJ dO} IBINOIID. « “SMOPUTAA ZuNY o[qnog 1ensey 
‘MUV ‘ATIIASINOH 
@SO0H LYO0D ALNOOO NOSTYYVH 


Let tek fee be 


EJ 
‘om 
ahs 
3 
‘pnt 
oat 
vd 
ia 
tf 
ot 
‘ad 
A] 


\, SED R Be B 











Henry Weis Cornice Co., Kansas City 9 

















W. T. KEMPER BLDG. 
KANSAS CITY 
Standard Pivoted and Regular Double Hung Windows used. 
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Elevation Standard Pivoted Window, showing horizontal and 
vertical sections.» 
Made with one sash pivoted and one stationary. or both sash 
pivoted. 
Patents pending. See description on opposite page. 























Frames and Sash. Made of No. 24 guage galvanized sheets un- 
less otherwise specified. Also made of copper if desired. 


‘Weather Proof Feature. Consists of half round spring stop at 
sides and interlocking edges at top and bottom. 


Pivot. Our own design special adjustable pivot concealed insash. 


Lock. Our own design special springless gravity lock cast brass, 
constructed to give leverage to throw stops off center, mak- 
ing sash easy to open..- 


Muntin. Made in two pieces, making sash easy to glaze. 


Sash. Constructed with % in. slot for glass, back puttying only 
being required. 


Window furnished complete with glass and automatic closing 
device. 
















































































Elevation Regular Double Hung Window, showing horizontal 
and vertical sections. 


- Made with both sash to slide or one sliding and one stationary. 
Patents pending. See description on opposite page. 
















Henry Weis Cornice Co., Kansas City 

















Frames and Sash. Made of same material as noted for Pivoted 
Window. 


Weather Proof Feature. Consists of special shaped Adjustable 
Stop made to fit corresponding shape in sash, interlocking 
edges at meeting rails, wedge at top and overlapping edges 
at bottom. 





Removable Stop. Constructed to contain Weather Proof Stop 
and to form sash weight partition; is removable, allowing 
easy and free access to weight box, doing away with unsight- 
ly slide on face of frame so often found in windows of this 
type. 








Muntins and Sash. Same as noted for pivoted window. 


Pulleys. Special overhead encased pulley preventing chain from 
jumping off wheel. 





Window furnished complete with hardware, sash weights, chain 
and automatic closing device, at slight additional cost if 
desired. 


18 Henry Weis Cornice Co., Kansas City 











Casement Door for fire es- Vertically Pivoted Window made with 


capes with stationary, piv- special weather-proof stop and inter- 
oted or hinged transom. locking edges as- noted for pivoted 
window. 





Hinged Window for basement or low ceilings where 
pivoted window is not desirable. Hinged at top 
or bottom, equipped with automatic closing 
device if desired. 











Henry Weis Cornice Co., Kansas City. 











Instructions for Taking Measurements. 


When ordering winflows, always give measurements at points indicated 
on diagram. State style wanted, whether with square, segment or circular: 
head. 











A—Outside opening of brick wall. 

B—Heighth of opening from sil] to spring of arch. 
C—Heighth of segement or circle. 

D, E, F—as shown. 

G—Thickness of wall. 
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GENERAL CONTRACTORS 


FOR 


Aechidiectieal and Structural 
Sheet Metal Work. 


TIN, SLATE AND TILE ROOFING 
STEEL CEILINGS 


CORNICES SKYLIGHTS 


VENTILATING PIPES VENTILATORS 


Address all Communications to the Company 


. 1811-13-15 WYANDOTTE STREET 
KANSAS CITY, MO. 














